
 
�FEATURE： 

1. Application range： 

A. Tape water, Well water, Industrial wastewater, Acidic water、Hot water。 

B. To meet the needs of the industrial sector of automatic control  
and remote capture value, pulse output type can also be ordered.. 

2. Numerical Accumulator driven by magnetic，avoid fogged、moss or dirty。 

3. Applying European desigm, structure firm, high accuracy, long operation 
life. 

4. Adopt high quality, anti-wear and lightweight material for the inner  
components. 

5. Numerical accumulator is sealed by tempered glass, easy 
reading, and prevent illegal adjust the numbers. 

6. The specification correspond to the ISO4064 class B. 

7. T40~T125 type, Numerical Accumulator is rotatable.  

�SPECIFICATION： 

Type T40 T50 T65 T75 T100 T125 T150 T200 T250 T300 T400 T500 

DN 
mm 40 50 65 75 100 125 150 200 250 300 400 500 

inch 1-1/2” 2” 2-1/2” 3” 4” 5” 6” 8” 10” 12” 16” 20” 

 Indication range  (m
3
) 9,999,999 

 metrology Class  B 

Resolution 0.5L  5L 10L 

Qmax(m
3
/hr)±2%* 20 30 50 70 120 200 300 500 800 1200 2000 3000 

Qp(m
3
/hr)±2%* 10 15 25 35 60 100 150 250 400 600 1000 1500 

Qt(m
3
/hr)±2%* 0.8 3 5 7 12 20 30 50 80 120 200 300 

Qmin(m
3
/hr)±5%* 0.2 0.45 0.75 1.05 1.8 3 4.5 7.5 12 18 30 45 

Max. working pressure 

(kgf/cm
2
) 

16 

Max. Working Temp. 0~40℃，also could be customized 0~80℃/120℃ 

Dimension 

(mm) 

Length 

L 

short 

type** 
200 250 300 350 450 500 

Long 

type** 
335 335 335 335 335 340 560 560 560 660 800 900 

Height (w/ lid 

open 90°)  ** 
300 300 300 320 331 360 411 470 578 600 676 788 

Height (lid close) 

E** 
210 210 210 230 241 270 341 370 478 500 576 688 

Flange Specification JIS 10K，also could be customized：ANSI 150lb/ DIN PN16 …etc.. 

Weight *** 

(KG) 

short type 8 9 11 12 17 23 39 56 88 111 130 157 

long type 10 10 13 16 19 28 49 65 96 119 160 190 

Note:     *The permissible error.       **Approximate value.  ***These are approximate values, and different 

according to the different flange specification. 
 

 

 

 

 

 

 

 

 

�MATERIAL： 

 

 

 

Case 
Cast iron(w/ powder painting)， also could be customized：

SUS304/ SUS316/ SUS316L 

Impeller high toughness/ Acid tolerance/ thermotolerance plastic 

Transmission 
components 

stainless steel, anti-wear plastic, acid tolerance plastic, 
thermotolerance plastic,Tungsten Carbide, artificial 
gemstones 

1L 

10L 

100L 

T40~T125 
T150 

100L 

10L 



Parallel Woltman Water Meter Selection Table： 
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� Application：Tap water, Well water, and regualr 

treated industrial wastewater. 

� Additional features：none. 

 � Application：Tap water, Well water, and regualr 

treated industrial wastewate, automatic control or 

remote reading. 

� Additional features：Pulse output (reed sensor) 

unit select: 
�T40~125：1M

3
、100L、10L。�T150~250：1M

3
、100L。 

�T300~500：1M
3
。 
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� Application：the liquid above 40℃(ex：boiler 

water、hot spring), regular treated industrial 

wastewater。 

� Additional features：none. 

 

� Application：the liquid above 40℃(ex：boiler 

water、hot spring), regular treated industrial 

wastewater, automatic control or remote reading. 

� Additional features：Pulse output (reed sensor) 

Unit select: 
�T40~125：1M

3
、100L、10L。�T150~250：1M

3
、100L。

�T300~500：1M
3
。 
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� Application: indusdtrial wastewater (acid 

alkaline), industrial water, food grade. 

� Additional features：none. 

 
 

� Application: indusdtrial wastewater(acid 

alkaline), industrial water, food grade, automatic 

controlor remote reading. 

� Additional features：Pulse output (reed sensor) 

Unit select: 
�ST40~125：1M

3
、100L、10L。�ST150~250：1M

3
、100L。

�ST300~500：1M
3
。 
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� Application：the liquid above 40℃(ex：boiler water,

hot spring), industrial wastewater (acid 

alkaline)。 

� Additional features：none. 

.  

� Application：the liquid above 40℃(ex：boiler 

water、hot spring), industrial wastewater (acid 

alkaline), automatic reading or remote reading. 

� Additional features：Pulse output (reed sensor) 

Unit select: 
�ST40~125：1M

3
、100L、10L。�ST150~250：1M

3
、100L。

�ST300~500：1M
3
。 


