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AIR TOOLS SAFETY INSTRUCTMENT
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Air supply and Connection Hazards
= Air under pressure can cause severe injury.
= Disconnect air tool from air supplier before assembling or replacing.
= Be sure that switch is at "OFF" position before air tools connect with air supply system.
= Always SHUT OFF air supply, drain hose of air pressure and disconnect air tools from air supply when not in
use, before changing accessories or when making repairs.
= Never direct air at yourself or anyone else.
= Whipping hoses can cause serious injury, Always check for damaged or loose hoses and fittings.
= Do not use quick disconnect couplings at tools. See instruction for correct set-up.
= Whenever universal twist couplings are used, lock pins must be installed.
= Do not exceed maximum air pressure of 90 psi/6.2 bar or as stated on air tool's nameplate.
Projectile Hazards
= Always wear impact resistant eye and face protection when involved with or near the operation, repair or
maintenance of the air tools or changing accessories on the air tool.
= Be sure all others in the area are wearing impact-resistant eye and face protection.
= Even small projectiles can injure eyes and cause blindness.
= A grinding wheel or other accessory that bursts can cause very serious injury.
= Daily measure the air grinder speed with a tachometer to make sure it is not greater than the RPM marked on
the grinding accessory.
= Never use a grinding accessory marked with a speed lower than the grinder speed.
Entanglement Hazards
= Keep away from rotating spindle and accessory.
= Do not wear jewelry or loose clothing.
= Scalping can occur if hair is not kept away from air tools and accessories.
= Choking can occur if neckwear is not kept away from air tools and accessories.
Operating Hazards
= Avoid direct contact with rotating spindle and accessory to prevent cutting of hands or other body parts.
= Wear gloves to help protect hands.
= Do not disable the safety lock off feature on the throttle lever of air tools.
= This air tool and its accessories must not be modified.
= The liability of manufactory lapses if the user uses spare parts that are not idential with the original.
= Operators and maintenance personnel must be physically able to handle the power of the tool and capable of
performing the job task.
Workplace Hazards
= Slip/Trip/Fall is a major cause of serious injury or death. Be aware of excess hose left on the walking or work surface.
= High sound levels can cause permanent hearing loss. Use hearing protection as recommended by your employer.
= Regarding the dangers to vibration. User have to obey the Labor Safe operational instruction that depend on
defferent country rule to setting.
= Maintain a balanced body position and secure footing.
= Repetitive work motions, awkward positions and exposure to vibration can be harmful to hands and arms,
if numbness, tingling pain or whitening of the skin occurs, stop using tool and consult a physician.
= Avoid inhaling dust or handling debris from work process that can be harmful your health.
= Operators and maintenance personnel must be physically able to handle the bulk weight and power of this tool.
= This air tool is not intended for use in explosive atmospheres and is not insulated for contact with electric power
sources.
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Air
Receiver

Air
Distribution

Air
Dryer
Filter
Regulator
Air Lubricator
Intake > FRL are needed to ensure that an air tool is receiving a clean,
Filter [] EN N lubricated supply of air at the proper pressure.
= &\x\ The filer removes water, pipe deposits, rust and condensation from entering the air motor.
Air k The regulator controls air pressure to the tool.
Compressor ¢ The lubricator provides a nearly constant oil/air ratio of air flows.
The oil drip rate: one drop per minute for each 20 SCFM (566 LPM)

Factors Relate to adequate air flow

= A hose of excessive length and / or insufficient diameter can restrict the air flow.

= |f you are using an air tool on a hose over 7.6 M (25 ft). long, it is advisable to increase the bore of the hose to the next
larger size available, ie. 1/4" increase to 3/8". This will ensure adequate pressure and volume of air to power the air tools.
Usage of air inline filter / regulator.
Total number of air connections / fitting being used.
Prevent any blockage of air flow. Maintain adequate air flow.
Remove or reduce condensation from the air supply.
Note to drain water from the Drain Value regularly.

= Regular check for leaks in all piping, joints, drains, relief valves, flexible air hoses.
Air System preventative maintance
Water in the compressor tank will cause serious corrosion to your air tools and should be drained daily to avoid
excessive water in your air supply. Dirty wet air will rapidly shorten the life of your air tools.
Supply tool with 90 psi (6.2 bar) of clean, dry air. Higher pressure drastically reduces life of air tools.
Do not install a quick coupler directly into the throttle handle (body) of air tools.
Prevent contaminates from entering the air motor of air tools.
Every day before use, remove the air tool from air line and pour 20 cc suitable motor lubricating oil into Air Inlet. Run
the air tools for few seconds to allow air to circulate the oil and well lubricate the cylinder. This will ensure top
performance and maximum durability of air tools.
Lubrication : Use an air line lubricator with SAE#10 oil, adjusted to 2 ~ 3 drops per minute. If an air line lubricator can
not be used, add air motor oil to the air inlet before and after use. Gears, bearing, sleeves, and sliders need to be
lubricated as well.
Disassemble and inspect air motor and governor assembly every 3 months if the air tool is used every day.
Replace damaged or worn parts.
Use original factory supplied tools, spare parts and accessories.
Do not alter or modify the unit from the Original design or function of Air Tools.
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