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10 Gigabit Ethernet Patch Cords

STANDARD COMPLIANCES
> Meet all 10Gigabit IEEE 802.3an standard Channel performance requirements.

> Designed to exceed ANSI/TIA-568-C.2 Category 6A and ISO 11801 2nd Edition Class EA standards.

> Each patch cord is 100% performance tested.

> Plug uses an integral pair manager to optimize performance.

> Offered in a variety of lengths and colors to meet individual length and color requirements.

Category 6A Unshielded Patch Cords
High speed RJ45 patch cord to run 10GBase-T

ORDER INFORMATIONS
Product Number Descriptions
YLCP-AUX-YYYMB-ZZ Category 6A Unshielded Patch Cord, T568A/T568B, 4 Pairs, 24AWG

The following information is optional for the orders
X:Jacket, A=PVC CM jacket; C=LSOH jacket
YYYM:Length, 005M=0.5 meters; 010M=1.0 meters; 100M=10.0 meters; or on customers’ requests.
ZZ:Color, WH=white; GY=Grey; RD=Red; YL=Yellow; BL=Blue;  other colors on customers’ requests.
*Wiring is always T568B+T568B, and we also can produce T568A+T568A.

ORDER INFORMATIONS
Product Number Descriptions
YLCP-APX-YYYMB-ZZ Category 6A Shielded Patch Cord, T568A/T568B, 4 Pairs, 26AWG

The following information is optional for the orders
X:Jacket, A=PVC CM jacket; C=LSOH jacket
YYYM :Length, 005M =0.5 meters; 010M =1.0 meters; 100M =10.0 meters; or on customers’ requests.
ZZ:Color, WH =white; GY=Grey; RD=Red; YL=Yellow; BL=Blue;  other colors on customers’ requests.
*Wiring is always T568B+T568B, and we also can produce T568A+T568A.

Cable has overall metal shield that provides conductive patch for grounding. 

Shielding suppresses cross-talk to deliver superior 10 Gigabit performance in noisy environments.

Constructed of 26AWG stranded shielded copper cable.

Category 6A Shielded Patch Cords
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STANDARD COMPLIANCES
> Designed to exceed ANSI/TIA-568-C.2 Category 6 and ISO 11801 2nd Edition Class E standards.

> Each patch cord is 100% performance tested.

> Plug uses an integral pair manager to optimize performance.

> Offered in a variety of lengths and colors to meet individual length and color requirements.

Category 6 Unshielded Patch Cords
High speed RJ45 patch cord to run 1000 Base-Tx

1000 Base-Tx Ethernet Patch Cords

The following information is optional for the orders
X:Jacket, A=PVC CM jacket; C=LSOH jacket
YYYM:Length, 005M=0.5 meters; 010M=1.0 meters; 100M=10.0 meters; or on customers’ requests.
ZZ:Color, WH=white; GY=Grey; RD=Red; YL=Yellow; BL=Blue;  other colors on customers’ requests.
*Wiring is always T568B+T568B, and we also can produce T568A+T568A.

ORDER INFORMATIONS
Product Number Descriptions
YLCP-6UX-YYYMB-ZZ Category 6 Unshielded Patch Cord, T568A/T568B, 4 Pairs, 24AWG

YLCP-6UCX-YYYMB-ZZ Category 6 Unshielded Patch Cord, T568A/T568B, 4 Pairs, 24AWG, with Cross

ORDER INFORMATIONS
Product Number Descriptions
YLCP-6PX-YYYMB-ZZ Category 6 Shielded Patch Cord, T568A/T568B, 4 Pairs, 26AWG

The following information is optional for the orders
X:Jacket, A=PVC CM jacket; C=LSOH jacket
YYYM :Length, 005M =0.5 meters; 010M =1.0 meters; 100M =10.0 meters; or on customers’ requests.
ZZ:Color, WH =white; GY=Grey; RD=Red; YL=Yellow; BL=Blue;  other colors on customers’ requests.
*Wiring is always T568B+T568B, and we also can produce T568A+T568A.

Cable has overall metal shield that provides conductive patch for grounding. 

Shielding suppresses cross-talk to deliver superior 1000base-T performance in 

noisy environments.  

Constructed of 26AWG stranded shielded copper cable.

Category 6 Shielded Patch Cords
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Category 5e Shielded Patch Cords

100 Base-Tx Ethernet Patch Cords

STANDARD COMPLIANCES
> Designed to exceed ANSI/TIA-568-C.2 Category 5e and ISO 11801 2nd Edition Class D+ standards.

> Each patch cord is 100% performance tested.

> Plug uses an integral pair manager to optimize performance.

> Offered in a variety of lengths and colors to meet individual length and color requirements.

Category 5e Unshielded Patch Cords
High speed RJ45 patch cord to run 100 Base-TX

ORDER INFORMATIONS
Product Number Descriptions
YLCP-EUX-YYYMB-ZZ Category 5e Unshielded Patch Cord, T568A/T568B, 4 Pairs, 24AWG

YLCP-EUCX-YYYMB-ZZ Category 5e Unshielded Patch Cord, T568A/T568B, 4 Pairs, 24AWG, with Cross

The following information is optional for the orders
X:Jacket, A=PVC CM jacket; C=LSOH jacket
YYYM :Length, 005M =0.5 meters; 010M =1.0 meters; 100M =10.0 meters; or on customers’ requests.
ZZ:Color, WH =white; GY=Grey; RD=Red; YL=Yellow; BL=Blue;  other colors on customers’ requests.
*Wiring is always T568B+T568B, and we also can produce T568A+T568A.

ORDER INFORMATIONS
Product Number Descriptions
YLCP-EFX-YYYMB-ZZ Category 5e Shielded(F/UTP) Patch cord, T568A/T568B, 4 Pairs, 26AWG

YLCP-ESX-YYYMB-ZZ Category 5e Shielded(SF/UTP) Patch cord, T568A/T568B, 4 Pairs, 26AWG

The following information is optional for the orders
X:Jacket, A=PVC CM jacket; C=LSOH jacket
YYYM :Length, 005M =0.5 meters; 010M =1.0 meters; 100M =10.0 meters; or on customers’ requests.
ZZ:Color, WH =white; GY=Grey; RD=Red; YL=Yellow; BL=Blue;  other colors on customers’ requests.
*Wiring is always T568B+T568B, and we also can produce T568A+T568A.

Cable has overall metal shield that provides conductive patch for grounding. 

Shielding suppresses cross-talk to deliver superior 100base-TX performance in 

noisy environments.

Constructed of 26AWG stranded shielded copper cable.
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Modular Plugs

We offer modular plugs in standard configurations to terminate patch cords for patching applications. 

Plugs are crimped using standard RJ45 crimp nests, allowing existing installation tools to be used. Provide for easy install and optimal 

performance.

ORDER INFORMATIONS
Product Number Descriptions
YRJ-EU-45 Category 5e Unshielded Toolless RJ45 Plug

YRJ-6U-45 Category 6 Unshielded Toolless RJ45 Plug
YRJ1-EU-45 Category 5e Portable Unshielded Toolless RJ45 Plug

YRJ1-6U-45
YRJ-AF-45

Category 6 Portable Unshielded Toolless RJ45 Plug
Category 6A Shielded Toolless RJ45 Plug

FTP 8P8C

4P2C 6P2C 6P6C

FTP 8P8C UTP 8P8C

Pin wiring refer to P46.

ZL 2009 2 0232095.4Cate.5e/Cat.6/Cat.6A Unshielded/Shielded Modular Plugs(8P)

> Contact Plated: 50u” gold plated

> Material: PC UL94V-0

> Position/Conductor: 8P8C

Note: 2-Prongs fit stranded wire only; 3-Prongs fit both stranded and solid wire. More detail information please contact us!

Voice Unshielded Modular Plugs(4P/6P)

> Contact Plated: Gold flash

> Material: PC UL94V-0

> Position/Conductor: 6P4C; 6P2C; 4P2C;

Toolless RJ45 Plug
Toolless modular plug are the ideal solution of creating custom lengths of modular network cables. The 

modular plugs are manufactured from high impact clear polycarbonate to withstand everyday wear and 

tear. You can excepts error-free data transfers.

Note: 2-Prongs fit stranded wire only; 3-Prongs fit both stranded and solid wire. More detail information please contact us!
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Modular Boots 

Other requests please contact us! 

Insert-molded boots have a snag-free feature that protects the modular connector, while the slim-profile boot allows for connection to the 

highest-density equipment. 

The boots protect against damage to the connector latch and help maintain the proper bend radius of the cable to insure performance.

Assembly W/O Boots Assembly Boot Type A

Molded Boot Type D Molded Boot Type E

Molded Boot Type B

Molded Boot Type C
Molded Boot Type A Molded Boot Type CMolded Boot Type B Molded Boot Type D

Conventional Types for Unshielded Patch Cord

Conventional Types for Shielded Patch Cord
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The Difference Between The T568A and T568B Wiring Standards

T568A and T568B are the two color codes used for wiring eight-position RJ45 modular plugs.  Both are allowed under the ANSI/TIA/EIA 

wiring standards.  The only difference between the two color codes is that the orange and green pairs are interchanged.

Pin T568A Color T568B Color Pins on plug face (jack is reversed)

1
white/green stripe white/orange stripe

2
green solid orange solid

3
white/orange stripe white/green stripe

4
blue solid blue solid

5
white/blue stripe white/blue stripe

6
orange solid green solid

7
white/brown stripe white/brown stripe

8
brown solid brown solid

1
2
3
4
5
6
7
8

Toolless RJ45 Plug Termination 

1.Strip off cable jacket to 

expose approximately 

0.75” of wires.

4.Snap on the cover.3.Ensure that the wires 

are laid in the  correct  

order according to your 

desired  wiring 

configuration. Refer to 

the TIA 568A/B above for 

your  reference.

2.Insert Wires into 

the cavity shown. 

This allows you to 

straighten and cut 

off wires neatly.

1 2

3 4


